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Comparison of GV-SFP and SFP+ Transceiver 

Models 

 

 

Features 

GV-LC GV-LC10 GV-LC V2 GV-LC10 V2 GV-LCSMF-10 GV-LCMMF-10 

    
  

Network Standard 
IEEE 802.3z 

1000BaseSX 

IEEE 802.3z 

1000BaseLX 

IEEE 802.3z 

1000BaseSX 

IEEE 802.3z 

1000BaseLX 

IEEE 802.3ae 

10GbaseER 

IEEE 802.3ae 

10GbaseSR 

Wavelength 850 1310 850 1310 1310 850 

Media MMF SMF MMF SMF SMF MMF 

Distance 

62.5 um, 220 m 

(722 ft) / 50 um,  

550 m (1804 ft) 

10 um, 10 km 

(32808 ft) 

50 um, 550 m 

(1804 ft) 

9 um, 20 km 

(65616 ft) 

40 km  

(131234 ft) 
300 m (984 ft) 

TX Power (dBm) -9.5 ~ -4 -9.5 ~ -3 -9 ~ -3 -9 ~ -3 -6 ~ 1 -7 ~ -1 

RX Sensitivity 

(dBm) 
Max. -18 Max. -20 Max. -18 Max. -23 Max. -15 Max. -11 

Connector Type LC 

Operating 

Temperature 
0 °C ~ 70 °C (32 °F ~ 158 °F) 

-40 °C ~ 85 °C 

(-40 °F ~ 185 °F) 

Compatible 

Products 

 GV-APOE0811 
 GV-APOE1611 
 GV-APOE1611-V2 
 GV-APOE2411 
 GV-APOE2411-V2 
 GV-POE0410-E 
 GV-POE0410-E-V2 
 GV-POE0801 
 GV-POE0810 
 GV-POE0811 
 GV-POE0811-V2 
 GV-POE0812 
 GV-POE1601-V2 
 GV-POE2401 
 GV-POE2401-V2 
 GV-POE2411 
 GV-POE2411-V2 
 GV-POE1601 
 GV-POE1611 

 GV-APOE0811 
 GV-APOE1611 
 GV-APOE1611-V2 
 GV-APOE2411 
 GV-APOE2411-V2 
 GV-POE0410-E 
 GV-POE0410-E-V2 
 GV-POE0801 
 GV-POE0811 
 GV-POE0811-V2 
 GV-POE0812 
 GV-POE1601-V2 
 GV-POE2401 
 GV-POE2401-V2 
 GV-POE2411 
 GV-POE2411-V2 
 GV-POE1601 
 GV-POE1611 
 

 GV-APOE4813 

 

 


